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EigenCOMM Wireless Microcontroller
Review

EPAT is a tools or tools suite for analysis, debugging, commands, etc. .
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V1.0 Initial Version

V1.01 Add Graph

V1.02 Update for new function

V1.03 Socket communication

V1.04 Add more socket communication command
V1.05 Add display Ifs content and set font size
V1.06 Add Options

V1.07 Command parameter
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1. About

1.1  Purpose

This document is introduction for EPAT. It’s help user to start quickly.

1.2 Abbreviations and Acronyms

Table 1: Abbreviations and Acronyms

Acronym

Description

EPAT

EigenComm Platform Analysis Tools/Toolsets

UE

User Equipment

UART

Universal Asynchronous Receiver/Transmitter

NBIOT

Narrow Band Internet of Things

DB

DataBase

Cat.1

LTE UE-Category 1

JSON

JavaScript Object Notation

TCP

Transmission Control Protocol

XML

Extensible Markup Language

LFS

The little filesystem

API

Application Programming Interface
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2.1

2.2

221

2.2.2

Summary

EPAT summary
EPAT: EigenComm Platform Analysis Tools. is used to capture and analyze EigenComm UE Log and debugging UE function.

EPAT offline mode: is used to open UE log and show log with multiple methods and windows. Offline mode can run multiple

EPAT processes to open multiple UE log and compare. .

EPAT online mode: is used to capture UE log and show UE status online. Online mode run only one EPAT process since it needs

to connect UE devices.

System Requirements

Hardware Requirements

CPU Inter Core (Core 13 or above is recommended)
MEMORY 1G (2G or above is recommended )
HardDisk 5120MB free space

Interface two USB ports (minimum)

Software Requirements

(0N MS windows7, windows8.1, windows10
Runtime Microsoft Visual C++ 2015 Redistributable Package(x86) (Included in EPAT) or Microsoft Visual
Studio 2015
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3. Install

3.1 EPAT Execution

EPAT is green software, It can be directly used after decompression without installation. Run EPAT.exe in EPAT Release \bin
folder.

NOTICE: Because EPAT needs VC MFC DLLs, so if first time running EPAT failed,

please run vc_redist.x86.exe(in “bin” folder of EPAT release package) to
install VC MFC Dlls.

3.2 Mode Selection

Please select a mode in “Select Data Source” dialog as shown in the figure.

Select Data Source >

If you capture UE Log, please choose “Serial Device”.
If you open and show the log from disk, please choose “Select From Local Files”.

33 Run From CMD

1) -S: silent mode, start EPAT without showing ‘Select Data Source’ dialog. The running mode is the latest run
mode.
2) —B: Option ‘Select From Local Files’ is selected.
-C: Option ‘Serial Device’ is selected.
For example:
-S —=B: means run with ‘Select From Local Files’ mode without showing ‘Select Data Source’ dialog.
-S —C: means run with ‘Serial Device’ mode without showing ‘Select Data Source’ dialog.
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4, Online Mode — Capture Log

4.1 Connect UE

4.1.1 Device Dialog

Click “Device Communication” button on the toolbar.

@ EPAT

Log Unilog View Help

HE % moO|&|

Index ModuleMame SubMame bessa

It will open “Device” dialog as shown.

ll Device |

serial Port (COM20)

4.1.2  Settings parameters

f Communications Settings X))

S=yE NS el | 1SE Serial Port (COM20) e
Baud Rate
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4.1.3 Connection Status

Check connection status on EPAT status bar.

: Means connection successful

i :.-‘.rn |

: Means connection unchecked

: Means connection failed

4.2  Update DB

4.2.1 DB status

“Database State” button on the toolbar has three states to indicate the matching status of Database.

: Means reading UE DB is failed

: Means DB is mismatching.

: Means DB is matching

State dialog will popup if clicking “Database State” button.

Clicking “Update” button to update database file.

4.2.2 Update Database

Follow the steps below to update the database file.
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4.3

43.1

4.3.2

4.3.3

43.4

L4 Updating Database ... W

omdb(1). tct

Ver of Ue

Ver of Pc

Update

“Check DB Version Result” will display matching status after updating successful.
Green: matching
Red: mismatching

Grey: Read UE DB failed.

Start/Pause/Stop/Clear log

Pause

Viewers paused refreshing display but it still keeps on saving ULF Log. This state is used for temporarily browsing current log in

views to check UE status.

Stop

Viewers stop refresh display and it stop saving ULF Log. This state is used for user confirmed the current log is wanted and will

save the log later.

Start

Resume from “Pause” and “Stop” states. Viewers resume refreshing display and keeping on saving ULF log.

Clear

Viewer clear display and it change to write a new Log file.
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4.3.5 Export/Save Log

Click “Save” button on the toolbar or Press shortcut key CTRLAS to open “Save as” file dialog.

© sEn X

« v 4 > L4EEEE > FTOE (E) » Newlog vl

i

it
5

h-]

|R - FEEE E- @
W =E A oER
3 F=
= B
201910141104

doc
o FlashTools

um

@ OneDrive

= e Dl >

SZFE(N): 20191028 154331 zip
EFFERT: | Zip Files (.zip)

~ B e

5. Offline Mode — view Log

5.1 Loading Log file

FEE

Click “Open” button on the toolbar or Press shortcut key CTRL+O to select a zip log file from disk. So log file is opened and
shown as follow:
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@} DARach_Fail_20210706_154434.zip - EPAT - u] X
Unilog View Help

@ e

Length UE Time

INFO

AClIpcAlonellsr_info_ AP RECV IPC ID: 0x3306 , msglLen: 368 , bFast: 1 208010
SIG_DUMP DUMP_FULL_SIGNAL Sig = > SIG_OSA_FAST_IPC(0x102),body len:8, body data: 20 00 6 8:0076:01: INFO 2021-07-06 15
CERRC CerrclsTimeStampOu currTime ( 24414 ) , startTime ( 24158 ) , duration (5), isl 45 17 58 20 E INFO 2021-07-06 15
CERRC CerrcProcessinterCel INTER FREQ CELL ( 38400, 497 ) : RSRP (-105), RSRQ (- 45 13 28 20 0 SIG 2021-07-06 15
CERRC CerrcAddInterFreqCe INTER FREQ CELL ( 0 i :0076:02:06208 INFO 2021-07-06 15
CERRC CerrclsTimeStampOL currTime ( 24414 ) , startTime ( 24414 ), duration (5) , isl 45 17 58 20 08:0076:02:0678 INFO 2021-07-06 15
CERRC CerrclsTimeStampOL currTime ( 24414 ) , startTime ( 24158 ), duration (5) , isl 45 17 58 20 076:02:07264 INFO 2021-07-06 15
CERRC CerrcRefreshinterCel Cell ( 00, 141 ) has expired 5 ms , remove it from inte 45 10 60 16 08:0076:02:07424  INFO 2021-07-06 15
CERRC CerrcStoreServCellv After ilter, Serving Cell RSRP (-106), RSRQ (-11)\n 45 08:0076:02:1 INFO 2021-07-06 15
CERRC CerrcStoreServCellM: Serving CELL 544,497 ) : Srxlev (14 ), sQual ( 2047 ) 451310 36 8:0076:0 8 VALUE 2021-07-06 15:39
CERRC CerrcProcessServCell CONNECTED: SERV CELL 3 8:0076:0 2021-07-06 15:39
CERRC CerrclsTimeStampOL currTime ( 24414 ) , startTime ( 2085
CERRC CerrcAddServingCell INTRA FREQ SCELL
CERRC CerrcAddintraFreqCe INTRA FREQ CELL ( 38544 , 497 ) has existed in intra neig 45 10 28 08:0076:02:27104  INFO 2021-07-06 15
CERRC CerrcProcessConnec! Handle measCarrierFreq = 38544 , measObjld = 1 45 06 E8 08:0076:02:28064  INFO 2021-07-06 15:
CERRC CerrcProcessMeasRe ProcessMeasResult measld = 1, mea d , reportC 45 06 C8 20 08:0076:0 0 INFO
CERRC CerrcJudgelfCellFiltel Ingore the report , Event A4, A5 should report neigh 45 05 E8 8 076:02:2963 INFO 2021-07-06 15
CERRC CerrcProcessEventMt measld = 1, reportOnLeaveCellBitmap = 0, measuremei 45 06 CO 16 08:0076:02:29824 INFO 2021-07-06 15
CERRC CerrcProcessMeasRe ProcessMeasResult measld = 2, measObjld = 1, reportC 45 06 C8 20 8:0076:02:30240 INFO 2021-07-06 15:39

20C, AL Q a. 13- £ 1520

5.2  Open Multiple log Files

Click main menu Log-> Open Multi-Log Files to opening open multi-file dialog is as follow. More than one ulf files or bin files

will be opened in current viewer.

\dvip\EPAT\Debug\bintuni_datal. .
idvip\EPAT\Debug\biniuni_dat L i Delete
orkdirldvip\EPAT\Debug\binluni_dat;
r

nowH

MOTE:Make sure all files are sorted in ascending time o

1)  Add button: Select one or more files to add to list ctrl. The file extend is ulf or bin.
2) Delete button: Delete the selected item in list ctrl.
3) UP button: Move up the selected item in list ctrl.

4) DOWN button: Move down the selected item in list ctrl.
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5) Clear button: Clear all items in list ctrl.

6) OK button: Open all items by order as one file to open in current viewer.

7) Save result as file: Save all item to file that browsed in edit ctrl when opening all items by clicking OK button.
PS: 1). Make sure all files are sorted in ascending time order.

2)+ All files type must be ulf file(or bin file).

5.3  Page down/Page up

@} DARach_Fail 20210706_154434.zip - EPAT - O X

Log Unilog View Help

aEg T & e

UniLogViewer - 20210706_153937.ulf Siglogger - 20210706_153937.ulf

Index ModuleName SubName Message Length UETime Debug Level PCTime

PLA HAL \Clp i 0 en: 3 bFas 10 0076:0 INFO
A 0 INFO
CerrclsTimeStampOu ) 58) ,is/ 45 17 58 20 076:01:2121¢ INFO
CerrcProcessinterCel (38400, ', , RSRQ ( - 4 5 0 :0076:0 4 SIG
INFO
INFO
INFO
INFO
INFO
CerrcSt ving C [al (2047 ) 45 13 10 VALUE
CerrcProc |l CONNECTE]
c CerrclsTimeStampOu currTime
i "INTRA FREQ ~ MemRe 2tk cirisFe
e INTRA FREC
Handle mea

sRe Pro

gelfCellFilte e : sport neigt 45 0

ieasuremel 45 0

Page down/Page up function is available by selecting toolbar buttons or showing pop menu in view log area.

It include mode as follow:

1.  Go to file start.

2. Qo to file end.

3. Go to previous page.
4. Qo to next page.

5.4 Find

Open “Search dialog” by pop menu “Find” or shortcut key CTRL+F.
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Search Dialog = N

Find what: |topip_pka_dump w

Lok in: AllColumns

Find Frevious

Find Hext

Search Log Progress: (,0%

5.4.1 Single Search

To find message by message from the cursor.

5.4.2 Find Result

Check “List All Found Items”, All search results are listed by Find Results dialog.
B Find Results — O >

Modul eFame SubFame Message
TCPIP_PKG_DUMP tcpip_ps_ul PS UL:
TCPIP_PKG_DUMP tcpip_ps_ul PS UL:
TCPIP_PKG_DUMP tepip_ps_dl Ps DL:
TCPIP_PKG_DUMP tcpip_ps_ul PS UL:
TCPIP_PKG_DUMP tepip_ps_dl Ps DL:
TCPIP_PKG_DUMP tcpip_ps_ul PS UL:
TCPIP_PKG_DUMP tepip_ps_dl Ps DL:
TCPIP_PKG_DUMP tcpip_ps_ul PS UL:
TCPIP_PKG_DUMP tepip_ps_dl PS DL:
TCPIP_PKG_DUMP tcpip_ps_ul PS UL:
TCPIP_PKG_DUMP tepip_ps_dl PS DL:
TCPIP_PKG_DUMP tcpip_ps_ul PS UL:
TCPIP_PKG_DUMP tepip_ps_dl PS DL:
TCPIP_PKG_DUMP tcpip_ps_ul PS UL:
TCPIP_PKG_DUMP tepip_ps_dl PS DL:
TCPIP_PKG_DUMP tcpip_ps_ul PS UL:
TCPIP_PKG_DUMP tepip_ps_dl PS DL:
TCPIP_PKG_DUMP tcpip_ps_ul PS5 UL:
TCPIP PKG DUMP tcpip ps dl PS DL:

a

i

co P
o pa
Ch = =

ca Co
co

o Lo
[ I |
Lo I

o
Lo R |

o

Rt ]

[ B Wi R W
ca = o
W
- I W

Lo TR % B e B

[ I
o O =
=

=] =] L0

Count: 56 Bookmark All Bookmark One
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Double clicking a signal log. This signal log will get focus in viewer area.
Saving all results to csv file by clicking “Save As” button.

Bookmark All, make bookmark to all signals.

Bookmark One, make bookmark which is selected signal.

el A

5.5 Goto function

Open “Go to index” dialog by pop menu “Goto->Index” or shortcut CTRL+G.

Go to index >

Input log index number in Message Index, the signal log will get focus.

5.6  Logsaving
Saving signal log to file by pop menu.

1. Save all log to text file.
2. Save all log to CSV file.
3. Save current page log to text file.

5.7  Synchronizing function

Double click any signal log in the Viewer or Siglogger on the off-line mode, the signal log will get focus in the other UL

6. Message Filter

Open “Message Filter” dialog by clicking “Message Filter” button on the toolbar.
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More than connection

Message Filter *

Show One Laver

M PHY_OMLIME
M PLAT
E J »

endPdulnfoTex
endPdullrd
1dPdul)
1dPdul)
endPdull
endRe

tolrcPduCutput_w_2
tPduPrintf_fail_w_1
tPduPrint_w_1
tPduPrintf

ATC
L
L
L
L
]
]
]
]
L
e
L
]
]
]
]
]
]
]
]
]
]
]
]
]
]

d
d
d
d
d
d
d
d
d
d

tProcCmsApplCnfSig 1

Cancel

You can check or uncheck some signals. Viewer don’t show the log message if signal is unchecked.

6.1 Load

Loading local filter settings file to current dialog.

6.2 Save

Saving current settings to local file.

6.3 OK

Apply current filter settings to EPAT and close this dialog.

6.4  Apply

Apply current filter settings to EPAT.
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7. SigLog

7.1  View SigLog

@ D\Rach_Fail_20210706_154434.zip - EPAT
Log Siglog View Help

@aEBy T mDo& IR

W W oW w

w

31190 12:0703:09:17568

= = R = R = I Ry Ry Iy B w B A B v
L T T ¥ R ¥ e T o T ¥ T ¥ T R P B ¥ T P R ¥

o
wr

atis: DL Ble
TX Statis: UL Bler
RA Statis:
Temprature changed! , current temprature
Paging rt ed and reported to PS at 0xB2AFO!

Paging , normal paging , len (7)

DL AM , discard PDU , and status reportr
CONNECTED: SERV CELL ( 38544, 497)

AM DL, recv a SN: 2 PDU , fall out of window: [4 ~ 516

- e 3

View SigLog information by clicking SiglLogger Tab. If Siglogger is not visible. Please open it via main menu “view->Siglog”.

If the log display different colors, means the log has a different Log Level.

7.2 Find

Open “Siglog Find” dialog by selecting menu “Siglog->Find” or shortcut key CTRL+F.
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y —
i Sig Log Find X
-

Find what:

Find Previous Find Mext

dala 1o send , Total IEn. £1 , contaln nas e, 19

7.3 Export Pcap

()

Export data as pcap format to file from current log file by clicking menu “SigLog->Export As pcap file”.

7.4  Show Protocol Signalling

Open dialog what show protocol signal only by click menu “Sigl.og->Only Show Protocol Signalling”.

Index UETime Type Message

1eMCS = 3, Ack2NackNum =1

it = 1, rarReceivedCnt = 1, msg3TxCnt = 1, msg

mismatch!

peis 0, sysinfoModi is 0, eDrxSysinfoModiis 0, e

104), RSRQ (-11), SNR (3)
,RSRQ (-11)

31164 12:0702:0 )6 DedicatedConfig Received , pending flag = 1
31190 12:0 E 5 S AM DL, recv a SN: 2 PDU |, fall out of window: [4 ~ 516)

7.5  Show Favorite Signalling

Open Favorite dialog by clicking menu “Siglog->Only Show Favorite Signalling”.
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3, AckZNackMNum = 1

1, rarReceivedCnt = 1, msg3TxCnt = 1, msg
GrantMum = 11, AverageMCS
GrantMum = 2, Averagel

natch!
50, sysinfoModiis 0, eDrxSysinfoModiis 0, e

E 15)
3, AverageMCS =...

), RSRQ(-11), SNR (3)
RQ(-11)

15)

31164 T b 2 fig d, pending flag = 1
31190 :0703:09: 3 AM DL, recv a SN: 2 PDU | fall out of window: [4 ~ 516)

7.5.1 Delete

Select a signal and click ‘Delete’ button in this dialog so this signal will removed from favorite.

7.5.2 Add

Select a signal and add it to favorite by pop menu “Add Favorite Signal” in viewers.

8. Command

Command pane show as follow by menu View->Command. It can send AT command and receive AT Command.

1. Select AT device(not unilog device) in Com port and select correct baudrate value in Baudrate. Click open
button, the button’s caption will show Close if device is open successfully.

2. Input AT command and click send button. Both the send and received content is displayed in content
window. The blue font represents what was sent and the white font represents what was received.

3. Clicking Clear button clears the entire content window.
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Com Port:  [ielslCEsyRNI=R==Fpuitss Baudrate:

5 Z :: “faultAction":3
G: "uartDumpPort": 1
Z 'Z. 5§ “H’rerr NDT":0

3: ) 1' |“-["|

G: "usbSwTrace":0

1 "usbSlpMask™:0

: "usbSlpThd":0

2 "pwrKeyMode":0

1 "usbNet":0
CPCFG: "fotaUrcBaudrate": 115200
CPCFG: "fotaUrcPortSel":17

9. Graph

Graph SCELL-RESRP, SCELL-SNR, PHY-PSM-STATE, HW-TASK and TXPOWER are available.
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Log Graph
Unilag
S ANGE&CELL_CHANGE
Audio

Command

Graph RSRP&SMR

PHY PSM STATE
HW TASK

TXPOWER

DATA THROUGHPUT

Take RSRP&SNR as an example, the graph is as follow:

JF UniLogviewer - 20230915_152040_File170.ulf ¥ SigLogger - 20230915_152040_File170.uif ¥ CELL_CHANGERCELL cHancE N

by A B
b e e e e b =0

Loading: 1(

9.1  Show point information

Move mouse cursor to point, point information tips window will be displayed after 0.5 second. Tips window containing message

index, X value, Y value.
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F UniLogWiewer - 20230803_134000_File3.ulf ¥ Siglogger - 20230803_134000_File3.ulf ¥ CELL_CHANGES.CELL_CHA

Index: 23773

X 2023-08-03
13:42:41.802
¥: -73.00

9.2  Scaling and Dragging

9.2.1 Scaling

Move mouse on Graph’s axes area, click and scroll mouse wheel to zoom in or zoom out axes.

9.2.2 Dragging

Move mouse on Graph’s axes area, Press and hold the left mouse button to drag the current area up, down, left, and right.

10.  Options

10.1 Save

Click main menu Log->Options to opening options dialog is as follow. The default page is save option page on Log file.

10.1.1 AutoSave

1. Check “AutoSave Log File”, Select a value at “Set max file size” combo box. Means the log will save as zip log file

automatically when log size reach the max size.
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More than connection

2. Choose save folder in the disk.
If option ‘Automatically delete old zip log files’ is checked, the old zip log files saved automatically will be deleted if the

count of files exceeds to number. Default number is 50.

Options

Log file

Save S B =
Set max file size: ~

Delete

Communication . . ..
Mote: When Log reachs the max size the log will save as zip file
Appearance

Save Folder:

10.1.2 Text format log
1. If option ‘Saving unilog as csv file when saving zip log’ is checked, the unilog data is saved as a csv file with the same

directory and name as the zip log file While saving the zip log file.

2. If option ‘Saving siglog as text file when saving zip log’ is checked, the siglog data is saved as a text file with the same

directory and name as the zip log file While saving the zip log file.

10.2 Delete
Select Log file->Delete, the option page is as follow.

If option ‘Automatically delete old log files’ is checked, select a value at ‘Number of local files’ combo box. The local log files

will be deleted automatically if the count of files exceeds the number value.
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More than connection

Log file
Save MNumber of local log files:

Communication

Appearance

Socket
Select Communication or Socket, the page is as follow.
If option ‘Server’ in TCP is checked, TCP service will start as server. Otherwise, TCP service will be closed.

PS: the port number is from 10549 to 10630.

Log file
Save
Delete

Socket
Appearance
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10.4 Font Size
Select Appearance or Font Size, the page is as follow.
Change the value of font size in combobox. So UnilogViewer, SiglogViewer and other available Uls(Dialog, pane etc.) will be

changed.

Log file
Save Font Size: 16

Delete
Communication
Socket

Font Size

11.  RamDump function

11.1  RamDump

EPAT will read ramdump information and open RamDump dialog automatically when UE encounter Assert or HardFault

Ram Dump file: Browse

axfelf file:

TRACE3Z2: |D: ' - i Browsze

Cancel
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More than connection
1. Ram Dump File: By default, the Dump file generated is in the current directory. If it is not correct, you can use “Browe”
button to select the correct Dump file.
2. Axtlelf File: Axf/elf file corresponding to the firmware in the device.
3. TRACE32: Select the TRACE32 execution file installed on the local computer by clicking “Browse” button.
4. Run TRACE32 by clicking “OK” button.
The result of running TRACE32 are as follow:
File Edit View War Break Run CPU Misc Trace Perf Cov FreeRTOS Window Help
Mw[4+ & rnE 2w al
&5 B:Var.Watch xStart E
| v (2] B watch] [ eo view | | [%]
[+ trace_node = ((memptr = O0x9BD0, Tength = 56, task_name = (97, 116, 99, 109, 10 .
pxEnd = Ox00011BAS
# x5tart = (pxNextFreeBlock = 0x9C290, xBlockSize = 0, allocateOwner = 0x0)
_ 0 0102 _5] _stack | .
_ 0 R9  ODOLCFF4
_ R2 6 RLO 1
_ R3 0 RIL BCOD
_ R4 3 Rl2 0
R5  000169D4 R13 00016910
0D _ R6 BODE R14 0BLAS5AB
1 _ R7 1 PC  0B1TEDCE
2 _ CONTROL XPSR 01000000
B::|
| trigger || deviess || traee || Datm || wvar || st || PERF |[system || Step || Go || Break || other || previows |
5T:0817EDCG \\app-demo-flash\atec_debug\dbgSYSTEST+0x7E [PsProxy Task |system ready ] MIX P
11.2 Save RamDump file

12.

12.1

The RamDump Files are stored by default in the folder ramdump of the current running directory. The associated ramdump files

will be saved to zip file when saving zip log through UI or socket api.

Socket communication

Other applications can call function or module by socket.

Enable Socket

Refer to chapter 9.3 Socket.
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12.2 Package format

The sent data package is in json(JavaScript Object Notation) format. Returns 'Response:OK' if the command is executed correctly,

otherwise returns 'Response:<root cause>'.

The available function are as follows:

12.2.1  Start
EPAT will start to recode log if old state is pause or stop after receiving the command.
The command is like ‘start’ command in main toolbar.
{

"settings": [{

n.n

"action": "start",

n. mm

"option":

1]

12.2.2 Pause
EPAT will pause log displaying after receiving the command.
The command is like ‘pause’ command in main toolbar.
{
"settings": [{
"action": "pause",

"o

"option":

12.2.3 Stop
EPAT will stop saving log data after receiving the command.
The command is like ‘stop’ command in main toolbar.
{
"settings": [{
"action": "stop",

n.onn

"option":
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12.2.4 Update database file
Use the database file that the value of ‘option’ to update file used by current application.
{
"settings": [{
"action": "updatedb",

"option": "C:\\image\\20211014110416\\comdb 1 .txt"

Hl
}
1225 Save
{
"settings": [{
"action": "save",
"option": ""
1]
b

If the value of ‘option’ is empty:

1. Log file is saved to auto-save folder if function ‘Auto save log files’ is enable (refer to 4.4).
2. Log file is saved to folder ‘bin/autolog’ if function ‘Auto save log files’ is disable.

{
"settings": [ {
"action": "save",
"option": "D:\\Test-029-31.zip"
11
H

If the value of ‘option’ isn’t empty, log file is saved as this path and name. If the file already exists, it will be overwritten.

12.2.6 = Set UART and baudrate
Open the specified serial port at the specified baud rate.
{
"settings":[ {
"action":"setuart",
"option":{
"com":"3",

"baudrate":"3000000"
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|

12.2.7 Set the automatic file saving size and path

Set the specified file size and save path when autosave logs. If the autosave feature is not enabled in the current settings, this

command turns on it. For more details, please refer to 4.4.1.

{
"settings":[ {
"action":"setsavesizeanddir",
"option": {
"size":"30",
"dir":"D:\\savelog"
}
1]
}

12.2.8 Save log to text file in page siglogger

Saving current log data to text file when running state is pause or stop.

{
"settings": [{
"action": "savesiglogtotxt",
"option": "D:\\usb_press.txt"
1
H

12.2.9 Openlog file and save as csv

Open a local log file and save as csv file.

{
"settings": [{
"action": "opensavecsv",
"option": "D:\\20201023 _103350-specchar.zip||D:\\testSaveCsv.csv"
H
h

“H”

The option’s value is the local log file and save the CSV file name, use between separated.
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13. LFSFile

13.1  View

Clicking menu Unilog->Open FS to open Ifs file in Unilog page. The file list will be displayed at Nvm List pane. The file content

will be displayed in Structure pane.
MNvm List
= {S_r'GClt

cesmpdpauthconfig.nvm

% CesmMNvmPdpConfig
cesmpdpconfig.nvm defCidBitmap

mwconfig.nvm
mwinfo.nvm et b]
plat_config

uepsconfig.nvm

unsigned short
rswd unsigned short

CesmPdpDefinition
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14. Contact US

Founded in February 2017, Shanghai Eigencomm Technologies Co., Ltd. is based in Zhangjiang Hi-tech Park of
Shanghai. With a focus on the research, development and distribution of cellular communication, Eigencomm is

dedicated to making the best cellular 10T chips in the world.

We boast glorious history, deep expertise and rich experience in cellular communication chips field, which makes us
one of the few boutique players in the world to develop proprietary cellular modems achievable only by the big names

like Qualcomm, HiSilicon, Samsung, MTK and Unisoc.

Eigencomm has self-developed all its core technologies and IP, including algorithms & architecture, radio frequency,
baseband, SoC, protocol stack software, platform & application software and hardware, to offer turnkey solutions to
our clients. To provide communication solutions to the “Internet of Everything”, Eigencomm is gradually developing a

full range of cellular communication products under various communication standards and transmission rates.

Shanghai EigenCOMM Technologies Co., Ltd.

Addr: Room 707, 7F, Building 1, 298 XiangKe Road, Pudong New District, Shanghai, PRC
Email: sxwang@eigencomm.com

Website: www.eigencomm.com
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